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90±1mm (3.54 inches)

     70±1mm (2.78 inches) 

                 101±2mm (3.98 inches)

     107±2mm (4.21 inches)

1.88 Kg (4.15 Ibs)

T2

(10hr, 0.530A,1.80V/cell)

(8hr, 0.650A,1.80V/cell)

(5hr, 0.980A,1.75V/cell)

(3hr, 1.50A,1.75V/cell)

(1hr,4.78A,1.67V/cell)

5.30 Ah

5.20 Ah

4.90 Ah

4.50 Ah

4.78 Ah

90A 

Approx. 31mΩ
0 0-20～55 4～131 F)

0 0～40 C ( ～104 F)
0 0-15～50 C (5～122 F)

0 025±3 C (77±5 F)

o o 40 C  (104 F)
o o 

25 C  ( 77 F)
o o 0 C    ( 32 F)
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Specifications

HR1224W(12V24W)

 5min     10min    15min    20min    30min    45min       1h          1.5h         2h           3h           4h           5h           8h          10h    F.V/Time

1.85V/cell

1.80V/cell

1.75V/cell

1.70V/cell

1.67V/cell

1.60V/cell

0.4970.6070.8901.071.351.802.253.013.875.437.739.6911.817.7

0.5300.6500.9591.151.461.962.463.334.336.148.9011.313.920.7

0.5380.6620.9801.181.502.022.553.464.516.429.3411.914.922.6

0.5470.6731.001.211.542.092.633.584.686.709.8312.615.924.4

0.5520.6801.021.231.572.122.683.664.786.8710.113.016.525.5

0.5630.6961.051.271.622.212.803.845.037.2510.713.917.928.1

1.85V/cell

1.80V/cell

1.75V/cell

1.70V/cell

1.67V/cell

1.60V/cell

0.9831.201.752.102.653.524.395.867.5110.514.918.622.633.8

1.051.281.882.252.853.814.786.448.3311.817.021.426.338.9

1.061.301.922.302.913.914.916.638.6112.217.722.427.941.9

1.081.321.962.352.994.015.046.828.8612.618.423.529.444.8

1.091.331.982.383.024.075.126.939.0212.918.824.030.346.4

1.111.362.032.453.124.205.307.209.3813.419.725.432.450.5

5.3Ah 

24W

12V 

Unit: mm 

4.75

3.2

6.35

0.83
73

90±1

10
1±

2

10
7±

2
70

±
1

 5min     10min    15min    20min    30min    45min       1h          1.5h         2h           3h           4h           5h           8h          10h    F.V/Time

HR Series-High Rate

oMax.Charging Current(25 C)

oCharge voltage(25 C)

Nominal Operating Temp. Range

Effect of temp. to Capacity

oInternal Resistance (25 C) 

Nominal Rate (W ,1.67V/cell)15

Approx. Weight

Rated Voltage

oRated Capacity (25 C) 

Discharge   

      Charge

    Storage

           

           

            

o≤3%/month @ 25 C

106%

100%

86%

           

           

0 0Constant Current Discharge (Amperes) at 25 C (77 F )

0 0Constant Power Discharge (Watts/cell) at 25 C (77 F )

Nominal Capacity(C ,1.80V/cell)10

 ABS: UL 94 HB or V-0

1.43A

Float

Equalization

Temp. Coefficient
           

     2.25 ~2.30V/cell

           

           

2.30~2.40V/cell

o           -3mV/cell/ C
o           -4mV/cell/ C

Charge voltage



• Classified as “General Purpose” according to • Hospitals & Testing Laboratories

• Emergency Power Supply

• UPS

• Industrial Process Control Facilities

Applications General Features 

• Banks & Financial Markets

• Data  Network Operation Centers  &

HR1224W(12V24W)

HR Series-High Rate
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   Eurobat

Standards 

• Compliance with IEC 60896 standards  

 •  PbCaSn alloy for plate grids: less gassing, 
    less self-discharging

•  Unique vent valve design: reduce water 
    losing and prevent air/spark going inside
   

•  High quality AGM separator: extend cycle life
    and prevent micro short circuit

Float Charging Characteristics

Effect of Temperature on Long Term Float Life
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